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UNITED STATES
DEPARTMENT OF THE INTERIOR
GENERAL LAND OFFICE

BOCK A-516

FIELD NOTES

OF THE

DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISION
AND

COMPLETING THE SURVEY OF

TOWNSHIP 5 SOUTH, RANGE 3 EAST,

Of the Salt Lake Meridian,

the State of Utsh

EXECUTED BY

Robert €. Yundt, Surveyor,

er special instructions dated July 20 , 19.8%._, which provided

r the surveys included under Group No... 187 , bearing the approval of the

mmissioner of the General Land Office under date of .....August 1, 1925,

upplemental
assignment instructions dated June 1, , 1940

Survey commenced June 5, , 1940

Survey completed August 23, , 19.40
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TQWNSHIP 5 SOUTH, RANGE 3 BAST.

+

’ engineer, in assignment instructions dated June 1, 1940,

using Buff end Buff solar transit No. 9797, property of

'single minutes of src, and a full vertical circle, with
| one double vernier, which is also graduated to single

.The survey was executed by Robert C. Yundt, Surveyor,

the United States General Land Office. The instrument
is provided with a horizontal plate having two double
verniers, placed opposite to each other and gresduated to

minutes of arc. As the solar attachment was not used on
the survey no description of it will be given in these
notea. The instrument was - in good adjustment, and was
approved for use on the work by the district cadastral

conditional upon satisfactory field tests. These tests
were made in the field, prior to the beginning of the
field work, and the instrument was found to be in proper
adjustment.

The measurements were made with Lallie steel ribbon tapeE
8, chains in length. These tapes are graduated every link
for the first chain and thereafter at intervals of ten
links. The tapes were tested by comparison with a Lufkin
standard steel tape, one chain in length, and found to be
correct. The measurements were maede on the slope, the ver
tical engles determined by the use of clinometers, and the
horizontal equivalents used in the notes.

Phe data furnished with the special instructions indicatge
thaet the geogrephic position of the originsl corner of sec
tions 3 and 4, on the north boundary of the township, is
as follows: Latitude 40°25'N., longitude 111°36'\.; fre-
gquent observations for latitude, taken on line during the
progress of the survey, verify this velue for latitude.

The bearings of the lines of the survey were deternined
by reference to true meridians, established by Polaris
observations, made on line at frequent intervals. The
lines were carried forward as transit lines, taking the
mean of direct and reversed sights at each transit point,
end checking the bearing by succeeding observations,

The observation made at the initial point of the work,
follows: .

June 6, 1940: at the originsel corner of sections 3 and
4, on the north boundary of the township, hereinafter
describec, at 4h. 05m 30s p.m,, by my watch, which carries
correct 105th meridian standard time, determined by radio
signals on June 5th, I observe “olaris west of the merid-
ian, making four settings, two each with the telescope in
direct and reversed positions, noting the horizental angle
between the star and a point on a hub sbout ten chains
south.

Local mean time of observation, - ~ - - - 3h 39m p.m.
Angle, counter clockwise, star to point - 178°42'15"
Azimuth of star, - - - = = = - - - - - - 10171t45"
Trﬁe bearing of reference point, - - - - South.

The present work consisted of the survey.of twelve
sections in the northwest cormer of the township, and
required the retracement and dependent restoration of
a limited pumber of subdivisional lines previously sur-
veyed. This restoration is a reesteblishment of the
original lines in thelr true original position according
to the identified evidence. Before reconstructing or
restoring a corner, the lines of the original survey were
retraced, and a search made for evidence of the original
corner monuments and other calls of the field notes.
After completing the necessary retracements, the rules
of proportionaste measurement were applied to ascertain
the position of each lost corner, and when duly identified
or restored, the corner position was properly remonumented|

Th: true line courses and distances alone appear in the
notes.

2
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DEPENDENT RESURVEY OF SUBDIVISION OF T. 53 S., R. 3 E.

Dependent Resurvey of the Subdivision of T. 5 3., R.
3 E., Reestablishing the Survey executed by
Stewart and Stewart, in 1900.

No evidence remsins of the original position of the cgru
ner of sections 21, 22, 27, .and 28, and the corner fo n$
is therefore restored under control of the nearest iden-
tified corners to the east, west, south and north,namely:
the 4 section corner of sections 22 and 27, the corner of
sections 27, 28, 33, and 34, the corner of sections 19
and 30 on the west boundary of the township, and the cor-
ner of sections 15, 16, 21, and 22, sall hereinafter des-

cribed.
At the corner point.

Set an iron post, 3 ft. long, 2 ins. diemeter, 24 ins.

in the ground to solid roek, and in & mound of stone, for
the restored corner of seections 21, 22, 27, and 28, with
brass cap marked .

TSSR3E

S21|324
528|327
1940

Deposit a blue limestone roeck, 7x6x5 ins., marked with a
cross (X) at the base of the post. No suitable trees for
marking.

From the corner point the ,; section corner of sectionms
2z and 27, marked by a quartzite stone, 14x10x5 ins.,
firmly set in the ground and marked y on the north face,
witnessed by one bearing tree, bears $.88°08'K., 39.41
chains distant. I remonument the point, as follows:

Set an iron post, 3 ft. long, 1 in. diameter, 15 ins. in
the ground to solid rock, and in a mound of stone, with
brass cap marked

. S22

-
527
1940

from which -an original tree

A Jjuniper, 12 ins. diemeter, marked i S2aBT,
bears N.50°10'W., 10 links distent. -

No other suitable tree availeble for marking. Deposit the
originel stone alongside the iron post.

Also, the original corner of sections 27, 28, 33, and 34,
markeé by & guartzite stome, 18x10x10 ins., firmly set

in the ground, and marked with 3 notches on the east, and
1 notch on the south edges, bears 79.77 chains 5.0°16'V.;
I remonument the point as follows: .

Set an iron post, 3 £t. long, 2 ins.'diameter, 20 ins. in
the ground to solid rock, and in a mound of stone, with

brass cap marked
5SS R3E
828,327
* S33|834
1940

¥- & SOVEMMNNEST rsUMTM oIS 6155
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. - DRPENDENT  RESURVEY . OF "SUBDIVISION OF T. §5 S., R. 3 E,

A R

Chalns

39.89

44,90
52,30
58.70
72.00

79.78

RARTINY VoA JIQ?Qﬂ
} sultsab

v ‘y*

W< AP

% . the qriginal stone alongside the iron post No

le traqa gvailable for marking.

f L e " L

Enéinning at the restored eorner of sectlons 21, 22, 27,
‘ as

N.0°44

|22

Over mountainous land, through-a scattering growth of

timber

steep SE.»slope to the ridge.

Ridge,

fork and -the north fork of the Provo River, descend 200
ft,'along a stgep NE.

"Proportionate distance, no -trace of the original %
T tion e

On e steep NE.

Set an
the

Deposit & blue limestone rock, 7x5x3 ins., marked with a
1 eroas
available for marking.

Descend 175 ft. along a NE. slope.
.Draw, drains 5.80°E. from the west; ascend 390 ft. along
a SE, slope. .

digh, rocky .spur, projects E.
descend 445 ft. along & NE.

Draw, drains N.70°E.; wash 60 links wide, 20 ft. deep,

in the bottom; ascend 205 ft. along a SE. slope.
Spur, projects K. about 12 cheains to end; descend 295 ft.
along a NE. slope.

The origiﬁal.corner of sections 15, 16, 21, and 22,

marked
set in

and east edges, witnessed by a mound of stone to the west,

and by
Set ah
the gr
the co

markad

ound to solid rock, end in a mound of stone,
section corner, with brass cap marked

ébove doseribed. : , <
'w., on dependent resurvey between sections 21 and

t <

and a scant undergrowth, ascend 1215 ft. along a

bears N.80°W. and 5.80°E., divide between the main
slope.

sec-
orner cen be found.

slope.

iron post, 3 ft. long, 1 in. diameter, 24 ins. in
for

=
321|522
1940

(X) at the base of the post. No suitable trees

sbout 10 chains to end;
slope.

by a blue limestone roek, 20x12x10 ins., firmly
the ground, marked with 3 notches on the south

two trees. I remonument the point, as follows:

iron‘post, 3 ft. long, 2 ins. diasmeter, 18 ins. in

ound to solid rock, and in a mound of stone, for
rner of sections 15 16, 21, end 22, with brass cap

' TSS R3E

316|815

S21|322
1940 - ‘

from which the original trefes

. U & SOVERNMENT FRDPTNR OPVIOR 68156




" BOOK A-516 "

DEPENDENT RESURVEY OF SUBDIVISION OF ¥.:5-8., R.-3'K,

Chains

( malsdd
r s fir, 30 ins. dismeter, m«t‘mm,
. gggén.zmi., 135 links distans, i< ~¢ :

1687,
A Douglas fir, 24 ins. dismeter, marked TOSHOES ’
' be:ﬁ N.50°W., 50 links distant. .

: CE o ‘g
: ok . ; SE. amd {
Land, ro and broken mountain slopes; draimege d
NE. brom ohe ridge at the 34.35 chain point. s
Soil, roeky mountain loam; 2nd gag:& , L |
Timber, aspen, fir, mshogany an . . -
Undergfowtﬁ, éagebfush, gervice berry brush, ehoke cherry
weeds and grass. ‘ . .
Geod grezing.

39.61

39.99

44.80
45.60
50.40

67.00
69.40
76.90

‘and rugged NE. slope over small draws and spues.

N.3°13'W., between sections 15 and 16.

Over mountainous land, through scattering timber and a
medium dense undergrowth; descend 1215 £+, over a asesp

Proportionate distance; no trace of the original 3
section corner can be found.

Set an iron post, 3 ft. long, 1 in. diemeter, 15 ins. imn
the ground to solid rock, and in & large mound of stone,
for the Z section cormer of section 15, only, with brass
cap marked

515
1940

Deposft a limestone rock, 7x5x3, marked wish a eross
(X), at the base of the post. No suitable trees avail-
able for marking.

Point midway between the corner of sections 15, 18, 21,
and 22, and the closing corner of sections 9 and 16,
hereinafter described.

Set an iron post, 3 ft. long, 1 in. diameter, 24 ins. in
the ground to solid rock, and in a mound of stone, for
the 4 section corner of section 16, only, with brass cap
marked, ‘ ‘

1516
1940
Deposit a limestone roek, 10x8x6 ins., marked with a

cross (X) at the base of the post. No suitable trees
available for marking. :

Descend 280 ft. along a steeﬁ NE..slope ovar‘ledges.
Wash, drains N.80°E., contihué deécent along a N. slope.
Trail, bears E. and w., ' ’ |

Canyon, draiﬁs Ef, sfreah of good wafer 10 links wide

grﬁiiéageip,lén,goztom, Stewart Falls’is located ap—’
ely chains west. Ascend 360 ft. i

slope to the spur.. slong a SE.

Trail, bears NE. and SE.
Treil, bears E. and W.

3
|
i

Spur, projects S.80°E.; descend 65 ft. along a KE. slope. f?

® & SRRt ANt - g8 LES
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Chains

JOEPENDEN? RESURVEY . OF SUBDIVISION.OF . 5 8., R. 3 E.

:99.2R . The ariginel ecorier .of sections 9, 10, 1S, and 16, a

.76

29.90

39,47

40.74

decayed aspen tree, 10 ins., dismeter, with faint scribve
mark: on four sides; no evid-nce of the bearing trees
remain, 4

At the same point, set an iron post, 3 ft. long, 2.ins.
diameter, 15 ins. in the ground to solid rock, and in a

-7’ mewnd of stone, for the corner of seetions 10 .and 15,
| enly, with.brass eap marked

TS8 R3E
1810
S16 =

1S15
1940

Deposit a limestoné foék, 715x3 ins., marked with a
cross (X) at the base of tha post. 1o suitable trees
available for marking. '

Land, rough and broken mountein slopes; drainage E.
Soil, rocky mountain loam; 3rd rate.

Timber, aspen, fir, pine and juniper.

Undergrowth, sagebrush, bitter brush service berry,
choke cherry and grass.

Good grazing.

N.0°p5'E., along the west boundary of section 10.

Over mountainous land, through a medium dense timber
and a scant undergrowth; descend along a NE. slope.

Point for the closing corner of sections 9 and 16,
herelnafter described.

<

Descend aioﬁg a NE. sldpe over small draws and spurs,
putting E.

End of old barbed wire fence, bears north, winding
close to line; the fence is lying on the ground most
of the way.

Proportionate distance; no trace of the original corner
can be found. ‘

Set an iron post, 3 ft. long, 1 in. diameter, 28 ins.
in the groungd, £or the < section corner of section 10,
only, with-brass cap marked .

’ﬁsm
1940

Raeise & mound of stone, 3 ft. base, 2 ft. high, east
of the post. No suitable trees available for merking.

Point midway ‘between tﬁe?co%ﬁers of sections ‘9 and 16,
and of sections 4 and 9.

"Set an iron post, 3 ft. long, 1 in, dlameter, 28 ins.

in the ground, for the } section corner of section 9,
only, with brass cap marked
zs9f
1940

| Raise a mound of stone, 3 ft. base, 2 ft. high, W. of the

post. ‘No suitahle traes availab’le for marking

€. & COVERIRARVR DRSS SN 8155




BOOK A-51¢ 8

'DEPENDENP? RESURVEY. OF SUBDIVISION:OF T. 8%, Re 3 B,

Chains

52.00

..56.90

87.60

60,70
61.80
65.90
67,40
68.00

71.40

73,90

78.94

yorth

zatnds

Continue ,along a general E. slope over mll W i |
draws, putting E. ;

Trail, bears E. and W.

Recross trail bears E. and W.

S ur rojects E.; old fence line bears E, and conneetl
wfth’tge gld fencé line to the south. Descend 275 feet

along a general N. slope.
Recross trail, bears NW. and SE.
Recross trail, bears E. and W,

Enter camp area, with scattered cabins.

Camp road, bears NW; énd SE.

Fork of the Provo River, small streem of ~ood water,
drains 3.60°E.; a@scend 125 ft. alongz a SW. slope to the

corner.

Main road through Aspen.Grofe, stone gafes on either
side, bears N.80°E. and 3. 80°W.

Small draw, drains 5.70°W.; continue ascent along a
3. sloype.

The original corner of sections 3, 4, 9, and 10, marked
by a limestone rock, 18x15x9 1ns., flrmly set, properly
marked, witnessed only by a mound of stone around the
corner. I remonument this point es follows:

Set an iron post, 3 ft. long, 2 ins. diemeter, 16 ins. in
the ground, and in & mound of stone, for the ecorner of
sections 3 and 10, only, with brass cap marked

TSSR3E
3

S9
S10

1940

Deposit the original stone alongside the iron post. No
suitable trees aveilable for merking.

Land, rolllng mountain slopes dreinsge, E,

bOll deep, rocky mountain loam, 2nd rate.

Tlmber, aspen, Douglas fir, pine and mahogany. ‘
Undergrowth, sagebrush, service berry brush, weeds and .
grass.

Good grazing.

of section 3.

K.1°18'E, on a dependent resurvey, along the weat_boundarﬁ ]

Over mounteinous land, through a médium dense timber and
a medium dense undergrowth ascend along a SW. slope.

Foint for the closing corner of section ;
inasfter described. S 4 and 9, here

Head of draw, draining SW.; ascend 75 ft. along a §. slop .; 3

_Roead, near bend, bears Sw.sand NW., on smnl} spur, pr°~

jectin Uie 3 on NUe s&scen along Zan¢ |

% SOVERGNY YRARIS S - O—B15E

e et e N e R




. . DRPENDENT RESURVRY OF SUBDIVISION OF T. 5 S., R, 3 E.

Chains
19.71 | Redrons road, bears N.70°E. and S.70°VW.
30.80 | Reoross road, bears N.60°N. and S.60°E.
35.50 | Recross road, beoars NE. and 3SW. .
38,84 | Proportionate distanée; no traoo of the original 3
section corner can be round
'Set an iron post, 3 ft. long, 1 in. diemeter, 15 ins. in
; " | the ground to solia rock, and in a mound of stone, for
! the 3 section corner of section 5, only, with brass cap
marked
33 ‘
1940 |
’ from which i
3 An aspen, 6 ins. diameter, 1arxed o3BT, bears i
a 4 N.22°15'E,, 15 links distent. |
f ‘ -An aspen, 11 ins. dismeter, marked -S3BT, bears
: 5.25°45'E., 14 linxs distant.
| 41,79 ' Latitude of 40,90 chains from the closing corner of:
e sections 4 and §.
‘ 'Set an iron rost, 3 ft. long,lin. dieneter, 18 ins.-in
{ ‘ the ground to solid rock, and in a rnound of stone, for
i ' the ; section corner of section 4, only, with bress cad
marked
: |
‘ 1340 i
j from wiich 3
! ' An aspen, 8 ins. diemeter, merked 3437, bears
! 11.55%45'7., 17 links distant.
"An aspen, 6 ins. diameter, marked 34037, Lears
3.35°1S'd., <2 links distant.
62,00 3nall spring of weter in the vottowm of a draw, draining
3.15°%Z.; ascend elons a <. slone.
85,80  Spur, rrojects 3.30°L.; continue ascent along a SE. slope.i
60.80 ?Recrosa road bears LZ. and SER
77.88 | The original corner of sections 3, 4, 3¢, and 34, on the i

north boundery of the township, marked by a quartzite rock
18x14x5 ins., set in a mound of stone, and narked with 3
notches on the east and west edges. 1 remonument this
point as follows:

3et an iron post, 3 ft. long, 2 ins. dlameter, 24 ins. in
the ground to solid rock, and in & nound of stone, for the
corner of sections 3 and 4, only, with brass cap marked

T4S ROE
534

54!83
S
1940
from which

- An aspen, 7 ins. diemeter, merked TSSR3IESIBT,
"~ bears S.02°46'E., 23 links distent,

0. & SOTHENNINY FRINIEN SPVIN [ o 11 ]



300K A-515

i oa Y e
8 i

PRy

.. DEPENDENT RESURVEY OF SUBDIVISION OF T. 8., R. 3 K.

Cheins

7.50

39.12

39,56

46.76

46.77

79413

o
CEfLLeLY

pen i - ‘ PR
ins. diemeper, marked POSREES4ET, i1,

g S-os é;gs°zo'w., 49 links distant. o
- B . B - N SE . [ 4 e -

Land, rolling mountaln slopes; drainege, ‘ | ﬂ

Soil: deep, rocky mountain loem; . 3rd rate. e

Timber, aspen, fir, pine and mahogany. n i

Undergrowth, sagebrush, gerviee berry brush, weeds ., ..

and grass. . e

Good grezing.

| witness$ 3 sectiog corner of section 21, with brass éap

Beginning at the restored corner of sections 21, 22, 27,
and 28, heretofore described.

Thence

$.88¢58'W., on dependent resurvey, between sections 21
and 28.

C

Over rough, mountainous land, through scattering timber
and medium dense undergrowth; descend 125 ft. along a
W. slope.

Draw, drains SE.; ascend 725 ft. along & steep and rugged
E. slope, over ledges, to the witness ; section corner.

Foint for the , section corner of section 21, 40.00 chains
in departure from the restored corner of sections 20, 21,
28, end 29, rereinafter described, falls in steep talus
slope, where the monument cannot be erected.

Proportionate distance for the 3 section corner of section
28, Joint fallsin steep talus slope, where the monument
cannot be erected.

On top of a ridge, bearing NVW. and SE.; over a cross (X)
cut into solid rock : ,
Set an iron post, & ft. long, 1 in. diameter, 8 ins. in
the ground to solid rock, and in a mound of stone, for
the witness .- section corner of section 28, with brass cap
marked

: We
4528
1940

Set an iron post, 3 ft. lon?, 1 in. diemeter, 8 ins. in

the grougd, over a cross (X) cut into solid roek, for the

marked

4821 e
1940

Descend 495 ft. along a steep SW. slope over ledges.

Proportionate distance. No trace of the original corner

of sections 20, 21, 28, and 29 being found, I restore
this corner by proportionate distance between the g secti
corner of sections 22 and 27 and the corner of sections 19
and 30, on the west boundary of the township, and at reeo
distance from 5 section corner of sections 32 and 33,

Set an iron post, 3 ft. long, 2 ins. diameter, 18 ins, 431147

the ground to solid rock, and in a largs mound of stone,

for the corner of sections 2¢ - |
cor he oo ‘ s 20, 21, 28, and 29, with brafav
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DEPENDENT RESURVEY OF SUBDIVISION OF T. 5 S., R. 3 E.

bif .

Chains

26.20

41.19

49.74

‘Deposit the original stone at the base of the post,

T5S R3E

- saolszl

.. .s29ls28.
1940

4 . .
L b

| Deposit a limestone rock 816x4 ins., marked with a cross
{X)at the base of the post. - .

Erom this peint the original 3 section corner of sections

182 and 33, marked by a limestone rock, 17x9x9 ins.,firmly
|-sst in the ground,

marked 3 on W. face, and witnessed by
a mound of stone, bears S.0°04'E. 120 chains distant.
I remonument the % section corner as follows:

Set an iron post, 3 ft. long, 1 in. diameter, 30 ins. in
the ground, for the 3 section cormer of sectlons 32 and
33, with breass cap marked

3

ssz{szs
1940

and
rarse a mound of stone 3 ft., base, 2 ft. high to the W.

Land rough and broken mountaln slopes; dralnage SE. and

BW.: from the ridge at the 46,76 chain p01nt

S0il, shallow mountain loam; 4th rate.

Timher, Douglas fir, pine and aspen.

Undergrowth, sagebrush, service berry brush, weeds and
grass. T

Poor grazing.

Set an iron post, B8 ft. long, 1 in. diameter,

SUBDIVISION OF T. 5 5., R, 3 E.
From the cor. of secs. 20, 21, 28, and 29

Norsdh, on originel survey, on a sectional guide meridian,

between sections 20 and 21.

Over rough and broken land, through scattering timber and
a scant undergrowth. Ascend 695 ft. along a rugged 3V.
slope over ledges. B

High and roecky ridge, bears E. end W.; descend 495 ft,
along a N. slope.

40,00’ chains in latitude from the corner of sections 15,
16, 21, and 22; point for the 3 section corner falls upon

steep rock slide, where the monument cannot be erected.

Descend 385 ft. over a steep N. slope.

At the base of the steep slope.

14 ins. in
the ground to solid rock, and in a mound of stone, for
the witness 3 section corner of sections 20 and 21, with
brass cap marked

i

8224821
c
1940

beﬁosif'a limestone'rbek, 6x5x4 ins., marked with a cross
(X) at the base of the post. No suitable trees available

‘for marking.
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SUBDIVISION OF ¥. & si? R. & B,

Chains

56,30
78.00

8l.19

Descend along a NW. slope.
Trail, bears N.80°E. and 3.80°%.
Draw, drains S.70°E.; continue along a general E. slope,

Point west of the corner of sections 15, 16, 231, end 22,

i . é 16 ins. in
Sat iron post, 3 ft. long, 2 ins. diameter, _
2ge zgound tg soiid rock, ané in a mound of stsone, for the
corner of sections 16, 17, 20, and 21, with brass cap

marked
' T5S R3E

. 517|816
520(s21 .
1940

Deposit a limestone rock, 7x5x% ins., marked with a cross
(X) at the base of the post. 1llo suitable trees available

for marking.

Land, rough and broken mountain slopes; dreinage 3W. and
NE. from the ridge at the 26.20 chain point.

5011, shallow rocky mountain loam; 3rd rate.

Timber, Douglas fir and aspen.

Undergrowth, sagebrush, service berry brush, weeds and
grass.

Fair grazing.

38.23

42.02

Zast, on a sectional correction line, for distance only,
between sections 15 and 21.

Set temporary . section corner.

Intersect the corner of sections 15, 16, 21, and 22,
heretofore described.

Thence

Jest, on a sectional correction line, between sections 16
and 21.

Over nountainous land, through scattering timber and a
mediun dense undersrowth; ascend . 2380 ft. over a broken
NE. slope to the witness % section corner.

Point for the 3 section corner félls in steep rock slide,
where the wonument cannot be erected. :

High, rocky spuyr, projects H.

Set an iron post, 3 ft. long, 1 in. diameter, 12 ins. in
the ground to so}id rock, and in a large mound of stonse,
for the witness % section corner, with brass cap marked

. S16

i WG
S21
1940

Deposit a limestone rock, 6x4x4 ins., marked with a cross

(X) at the base of the Post. No suitable trees available
for merking. '

Descend 975 ft. along a steep NW. slbpé,'OVer ledges.
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- -SUBDIVISION OF 7.5 8., R, 3 E.

en

Chains
$59,.60

;ﬁg‘ m :

71.50

78.23

20,70

28.20
35.60

39.40
40.00

75.00
80.00

Drev, drains N.; aseend. 85 f6. aleong a NE. slope.
J&pﬂr, pmnj.cts N., dcscend along a8 NW. slope.
Drav, drains N., ‘trail in the bottom ascend 95 ft.

ralong & EB. slope.

The corner of sections 16, 17 20 and 21.

Land rough and broken mountein slopes; dralnage NE
.80il, shallow mountain loam; 3rd rate. _ .
Timber, Douglas fir and aspen.

Undergrowth, sagebrush, service berry, weeds and grass.

Paor grazing.

North, on a sectional guide meridian, between sections
16 and 17.

Over mountainous land, through scattering timber and a
scant undergrowth; ascend 365 ft. along a 3E. slope.

Spur, projects N.BO'E.,.about 20 chains to end; descend
325 rt. along a NE. slope.

amall draw, drains N.80°E.; continue along a general E,
slope.

1

Trail, bears E. and W., on small spur, projecting E.;
descend 95 ft. .

Small draw, drains E.; ascend along a SE. slope.
Set an iron post, 3 ft. long, 1 in, diameter, 27 ins. in

the ground, for the ; section corner, with brass cap
marked

4
317|516
1940

Raise a mound of stone, 3 ft. base, 2 ft. high, west of
the post.

Asceénd 475 ft, along a general SE. slope to the corner.
Draw, drains SE.; continue 'ascent.

On e steep S. slope, in slide rock.

'Set an iron post, 3 ft. long, 2 ins diemeter, 28 ins. in

the ground, for the corner of sections 8, 9, 16, and 17,
with prass cap marked

T853 R3E
S8159

5171516
1940

Raise a mound of stone, 4 ft. base, 3 ft. high west of
the post.

Land, rough and broken mountain slopes; drainsge, SE.
'Soil - shallow mountain loam; 3+d rate. , ' .
Timber Douglas fir and aspen.

Undergro'th, sagebrush, service berry brush, choke cherry,

F

‘weeds und greass. ‘ T S
elr grazing '
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SUBDIVISION OF T. 5 S., R. 3 E.

Chains

13.00

24.40

3C.40

40.00

75.70

12.40

15.00

(X) at the base of the nast.

East, on true line, between sections 9 end 16. .

Gver mountainous land, through seatﬁering,timher and a
scant undergrowth; along & general S. slope.

Spur, projects SE. about 30 chains to .end; descend 820 f4,
along a 3BE. slope.

Draw, drains EE.; asdend 95 ft. along & SW. slope.

Trail, on top of main spur, projecting SE.; descend 210
ft. alonz esn E. slope.

i 20 ins, in
Set an iron post, 3 ft. long, 1 in, diameter, )
zhe ground to soiid rock, ané in a mound of stone, for
the . section cormer, with brass cap marked

59
516
1940

4

Deposit a limestone rock, 5x2x3 ins., mar<ed with a cross

Descend 1610 ft. along a general llZ. slope.

Intersect the west boundary of section 1Q, 76 links N.(Q°
55'3E. of the corner of sections 10 and 15.

Jet an iron nost, 3 ft. iong, 2 ins, diameter, 15 ins. in
the ground to solid rock, and in a mound of stone, for th
closing corner of sections 9 and 16, with brass can marked
TS5 RaE

59
CC—|s10

316

1940

Deposit a limestone rock, 10x6x3 ins., marked with a cros
(X) at the base of the post. No suitable trees available
for marking.

Land, rough and broken mountain slopes; dreinage SE. and
NE. from the spur at the 33.40 chain point.

Soil, rocky mountain loam; 2nd rate.

Timber, Douglas fir, aspen, mghogeny and oak.
Undergrowth, sagebrush, oak brush, service berry brush,
weeds and grass.

Fair grazing.

Beginning at the corner of sections 8, 9, 16, eand 17,
heretofore described.

Thence

gfrtn, between sections 8 and 9, on sectional gulde meri-
an.

over rough and broken land, through scattering timber
and a scant undergrowth; ascend 435 ft. along a steep
3. slope, over ledges. ’

Spur, projects 3E. about 30 chains ¥0 and; continue
along a steep and rocky E. slope.

Spur, projects E. about 50 chains to end; descend 145 ft.
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L . SUBIVISION. OF 2. 8. 8., R. 3 E.

Chains

[V
32.96

AL e

%0,00°
70.10

71.90

.. 80,00

37.20
40,00

along a stesn NE.. alope,,acrnss the tops of .small spurs,
projecting Nl '

Set an iron poat '3 ft. long, 1 1n. dlameter, in a large
mound of stone, over a cross (X) cut in solid rock, for
the viinels & aectiqn corner, with brass cap marked

[T A TR

'

$8|89 -
1940

Ve d

Descend ebruptly over ledges.

' Point for the i sectlion corner falls upon steeply sloping
' ledgdand cannot be reached. Descend 2560 ft. over a
"steep and rugged N, slope, over ledges.

North fork of the Provo River, stream of good water,
10 links wide and 6 ins. deep, flows NE.; ascend 150 ft.
along a SE. slope %0 the corner.

m.
Prail, to the summit of/Timpanogos, from Aspen Grove,
bears SW. and NE.

Set an iron post, 3 ft. long, 2 ins. diameter, 20 ins.
in the ground to solid rock, and in & mound of stone,
for the corner of sections 4, 5, 8, and 9, with brass
cap marked

PSS R3E
. 55|54
. . s8|s9
1940

Deposit a limestone rock, 7x5x3 ins., merked with & cross

(X) at the base of the post.

Land, Trough and broken mountain slopes; drainage, SE.

and E. from the spur at the 12.40 chain point.

Soil, shallow, rocky mountain loam; 4th rate.

Timber, Douglas fir, aspen, maliogany and oak.

Undergrowth, sagebrush, service berry, choke cherry, weeds
and grass.

Poor grazing.

East, on true line, between sections 4 ahd 9.

Over mounteinous land, through scattering timber and a
scant undergrowth; descehd 235 ft. along a SE. slope.

Draw, drains SE., streem of good water, 2 links wide,
2 ins. deep in bottom; ascend 45 ft. along a SW. slope.

Spur, projects SE.; descend 45 ft. along a NE. slope.

Set an iron post, 3 ft. long, 1 in. diameter, 20 ins, in
the greund to solid rock, and in a mound of stone, for
the ; section corner, with ‘brass cap marked

S4

S9
1940

A
%

De oait & limastone rpck. 61515 ins., marked with a cross

(X) at the bue of the post.
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. SUBDIVISION OF T. 8 sS., R. 3 E,

Chains

53.50

61.50

69,40
75.00

17.7¢
40,00

42.70
75.80

antband 1Y
i

Descend 340 ft. along a broken SE.,alopg.

Aspen Grove road, bears NE. and SW.; descend 75 f?f(ﬁ}Q‘l

a SE. slope.-

i ' und roed, bearing: -
jon, draining S., also camp gro , |
ﬁﬁ?rzﬁz SW.; ascend 60 ft. along a SW. slope to the
closing corner.

Camp ground road, bears NW. and SE.

Intersect the west boundary of section 3,178 chains N.1°®
18'E. of the corner of sections 3 and 10. _

e i i dismeter, 30 ins.
Set an iron post, 3 ft. long, 2 ins. T, .

in the ground to solid rock, and in a mound of stond,
for the closing corner of sections 4 and 9, with brass

cap marked

T5S R3E .
54

53
59 REPRP
1940

c

Denosit & limestone rock, 7x5x3 ins., marked with a- cross
(X)at the base of the post. No sultable trees available
for marking.. -

Land, broken mountain slopes; drainage, SE.

So0il, gravelly to rocky mountain loam; 3rd rate.

Timber, Douglas fir, .aspen and oak. .
Undergrowth, sagebrush, choke cherry, osk, service berry,
weeds and grass.

Fair grazing.

Beginning at the corner of sections 4, 5, 8, and 9.
Thence

North, on a sectional guide meridien, between sections
4 and 5. ‘

Over mountainous land, through scattering timber and a
scant undergrowth; ascend 1150 ft. along a general SE, ‘
slope, over ledges, to the i section corner. |

Trail, bears NE. and SW. : : a?

Set an iron post, 3 ft. long, 1 in. diasmeter, 18 ins. in
the ground to solid rock, and in a mound of stone, for
the 3 section corner, with brass cap marked

A
%
S5|S4
1940

Deposit & limestone rock, 7x6x3 ins., marked with a cross
(X) at the base of the post. '

Ascend 75 ft. along a SE. slope.

Ridge, bears E. and W.; descend 480 ft. along a NE. lefegf

Intersect the north boundary of the township at'a pdinté
8.23 chains east of the corner of sections 33 -end 38, |
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.. SUBDIVISION OF ?. 5.S., R. 3 E.

Chains

Lt

{ Tv4 8., R. 3:E,y, an iron poss, 2 ins. diameter, firmly

set, properly marked and witnessed; as deacrihed in the
orrlcial record.

t

‘Atiihn point of‘intorsoction.'l

Set an iron post, 3 ft. long, 2 ins. dlameter, 30 ins. in

the ground, for the closing corner of sections 4 and S,
with brass eap marked

‘ . T45 R3E
, 333

S5|S4
T3S ' R3E
cC
1940

Raise a mound of stone, 3 ft. base, 2 ft. high, south of
the post.

Land, rough, broken mountain slopes; drainage JE. and HE. |

from the ridge at the 42,70 chain point.
Soil, daeep, roeky mountain loam; 2nd rate.
Timber, Douglas fir, aspen, oek and mahogany.

' Undergrowth, sagebrush, service berry, choke cherry,

weeds and srass.
Good grazing.

j section 22, T. 4 u., A. 3 E., an iron nost, 1 in. dianeter|,

— -

Establishment of the , section cormer on the north tcund-

ary of section 4.

At & polnt 8,22 chains east of the _ section corner of

firmly set, properly nurxed and witnessed, as described in
' the official record.

- a0% &n iron post, & ft. long, 1 in. dlameter, 24 ins. in

the ground to solid rock, and in & :ound of stone, for
the , sectlion cormer of section 4, only, with Lrass cap
mariked

i o4
1940
from which

An aspen, 6 ins. diemeter, marked 1S4BT, bears
3.86°15'E., 56 links distant.

An aspen, 4 ins. diameter, marked ,54BT, bears
3.52%45'¥., 24 links distent.

A smell spring of 3ood water, bears $.80°E., 40 links
distant.

Beginning at the restored corner of sections 20, 21, 28,
and 29 heretofore desoribed.

Thence

N.89°38'W., on a dependent resurvey, between sections
20 and 29.

Over rough and broken mountainous land, through scatter-
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SUBDIVISION OF T. 5 5., R. 3 B.

. -

~ Chains

13.560
27.00

39.58

20, U0

21U LU

70.00

7Jal‘:

'

&7, and the corner of sections 19 and 30 on the west boun

(o the west side of a spur, projecting 3¥.

. erected; descend 195 ft. along a steep SW. slope.

L palsdd |

ing timber gnd scant undergrowth; descend §1§?rt. aloqll
a 37. slope. ' N i

Draw, drains SE.; ascend 625 ft. along an B. slope. :

Spur, projects 3.20°W.; descend 290 ft. along a steep .-
?
S3¥. slope. . . L.

Set i nost, 3 ft. long, 1 in. diameter, 12 ins. in
igé ggotigntb solid rock, and in a mound of stone, for the
witness . section corner of section 20, only, with brass
cap narked
z 830
W C
1940

Alongéide of which

set an iron post, 3 ft. long, 1 in. dismeter, 12 ins. in
tne round to solid rqck, and in & mound of stone, for the
witness 5 section corner of section 29, only, with brass
cap marxked .

PR ——
L 529

1940

Denosit a limestone rock, 9x7x5 ins,, marked with a cross
(X) et the base of the post.

Descend 265 ft. along a steep 3W. slope.
srorortionate distance; point for the ; section corner of
section 29 falls on steep slope of loose rock, where the
m.onument cannot be erected.

~Jolnt for the ., section ‘corner of section 20 falls on
steep slode of loose rock, where the monument -cannot be

Jraw, drains o.J.; continue along a general S, slope.
spur, Jrojects ..80°W.; descend along a W. slope.
}roport§onate distance; no trace of the original corner
of sections 19, 20, 22, and 30; I restore this point as

the corner of sections 29 and 30 by Proportionate distance
between the ariginal , section corner of sections 22 end

ary, and at record distance .from the corner of sections
&8, 80, 31, and 32, hereinafter describhed.

Jet an iron jost, $ ft. long, 2 ins. diemeter, 20 ins. in
tae cround to sclid rock, and in a mound of stone, for

tae restored corner of sections 29 end 30, only, with
braess cap narked )

T3S R3E
S20

850‘529
1940

Deposit a limestone rock 8x7x6 ins. ﬁar ed- O% 1
(X) at the base of the post. , ked ‘with a cr s

t
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. -SUBDIVISION QF 7. § 8., R. 3 E.

Chains

BROTI G & L

.88

4.00
8.50

12.30
28.90
35.00
39.56

Xxrom this point she original corner of seetions 29, 30,
31, and 53 marked by a limeatons rock, 17x12x10 ins.
rirmly set in the ground, marked with 5 notches on the

} east and 1 not%ch on the south edges, witnessed by & mound

of stone to the weset, bears S. 0°02'E. 80.00 cheins.
1 remonument this point as follows:

'S¢t an iren ‘ost, 3. £t. long, 2 ins. diameter, 27 ins. in
-%he ground, for the corner of sections 29, 30, 31, and 32,

with brass cap merked

TS3 R3E
S30|S29

S31|s32
‘ 1940

Raise a mound of stone, 3 ft. base, 2 ft. high, west of
the post, and deposit the original stone at the base of
the post.

Land, rough and broken mountain slopes; drainage S.
Soil shallow mountain loam; 4th rate. )
Timber, Douglas fir and aspen.

Undergrowth, segebrush end service berry brush,.
Poor grazing.

¥rom the cor. of secs. 29 and 30
8.89°01'W., on dependent resurvey, along the north bound-
ary of section 30.

Departure of 80.00 chains from the corner of sections 20,
21, 28, and 29,

Set an iron post, 3 ft. long, 2 ins. diameter, 13 ins. in
the ground, for the corner of sections 19 and 20, with
brass cep marked

TS5 R3E
SlQlSZO
530
1940

Deposit a limestone rock, 5x4x4 ins., marked with & cross
(X) at the base of the post.

Small drew, dralns Si.; ascend along a SE. slope.

Low spur, projects 3SW.; descend 450 ft. along a W. slope
to drew.

Trail, bears NW. and SE.
Main draw, drains SW.; ascend 65 ft. along a 3E. slope.
Spur, projects SW.; descend slong a W. slope.

Proportionate distance; no trace of the orivlnal corher
can be found.

3et an iron post, 3 ft. long, 1 in. dlameter, 18 ins. in
the ground to solid rock, and in & mound of stone, for
the ; section corner of section 30, only, with brass cap
marked

¢

o % 530
C 1940

0. A SOYERNIENT PRI OFFION 681568







